
           LED Panels
• Professional LED Panel  

 • 0-10V Dimming or DALI Dimming options available

 • Surface mount option

 • Aluminium & white options

• Philips Driver

 • Emergency option

Interior Lighting
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Code W Description lm/W lm Temp Finish Hours

600 x 600 LED Panels 

09945 40 600 x 600 LED Panel 93 3700 2700K Aluminium 50000

09946 40 600 x 600 LED Panel 93 3700 4000K Aluminium 50000

09947 40 600 x 600 LED Panel 93 3700 6000K Aluminium 50000

09948 40 600 x 600 LED Panel 93 3700 2700K White 50000

09949 40 600 x 600 LED Panel 93 3700 4000K White 50000

09950 40 600 x 600 LED Panel 93 3700 6000K White 50000

09951 40 600 x 600 LED Panel Emergency 93 3700 2700K Aluminium 50000

09952 40 600 x 600 LED Panel Emergency 93 3700 4000K Aluminium 50000

09953 40 600 x 600 LED Panel Emergency 93 3700 6000K Aluminium 50000

09954 40 600 x 600 LED Panel Emergency 93 3700 2700K White 50000

09955 40 600 x 600 LED Panel Emergency 93 3700 4000K White 50000

09956 40 600 x 600 LED Panel Emergency 93 3700 6000K White 50000

1200 x 300 LED Panels

09969 40 1200 x 300 LED Panel 93 3700 4000K Aluminium 50000

09990 40 1200 x 300 LED Panel 93 3700 4000K White 50000

09970 40 1200 x 300 LED Panel Emergency 93 3700 4000K Aluminium 50000

09991 40 1200 x 300 LED Panel Emergency 93 3700 4000K White 50000

1200 x 600 LED Panels

09973 60 1200 x 600 LED Panel 100 6000 4000K Aluminium 50000

09994 60 1200 x 600 LED Panel 100 6000 4000K White 50000

09974 60 1200 x 600 LED Panel Emergency 100 6000 4000K Aluminum 50000

09995 60 1200 x 600 LED Panel Emergency 100 6000 4000K White 50000

Optional Extras

09980 - 600 x 600 Surface Mounting Unit for LED Panels - - White -

09981 - 1200 x 300 Surface Mounting Unit for LED Panels - - White -

09982 - 1200 x 600 Surface Mounting Unit for LED Panels - - White -

09983 - Hanging Suspension Kit for LED Panels - - - -

Contact Customer Service for 0-10/Dali Dimming options and Warm White/Daylight versions
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09545 Eco LED Panel

1525

5
9

5

595

Data

Construction Aluminium + PMMA

Driver Philips

LED Chip Philips

IP Rating IP20

Operating Temp 0°C to +35°C

Input Voltage 220 - 240V

Power Factor > 0.9

CRI 85 - Exceeds EU standard of Ra 80 for Colour Rendering Index 

LMR 80 - Exceeds EU standard of 70 for Lumens Maintenance Ratio

ECA Compliant Yes

L1A / L1B / L2A / L2B 
Compliant

Yes

            
Technical Specification

LED Panel

Polar Curves

08.05.2015

British Electric Lamps Limited
Unit A, Foxbridge Way, 
Normanton Industrial Estate, Normanton
West Yorkshire, WF6 1TN

Operator Nigel Richardson
Telephone 01924 893380

Fax 01924 894320
e-Mail nigelrichardson@belllighting.co.uk

British Electric Lamps Ltd 09545 / LDC (Polar)

Luminaire: British Electric Lamps Ltd 09545
Lamps: 1 x 
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1 Exceeds EU standard of 70 for Lumens Maintenance Ratio  
2 Exceeds EU standard of Ra 80 for Colour Rendering Index 
3 Subject to terms & conditions (Contact Customer Service)
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No More Blue Film Innovative Connector

No Light Fall Off Seamless Trim Design

Steel back Reinforced 
aluminium 
construction

Polycarbonate diffuser High quality acrylic Light 
guided plate transmits 
light from edge to 
center for even light 
distribution


