
PTKIT1
Testing kit

SPECIFICATIONS

Standards BS1363

Current 11 mA

    

 • Clear bright green LEDs

• Continuous audible tone for positive good wiring 

• Strong warbling tone for faulty wiring

• Advanced electronics gives clear indication even 

on noisy circuits

• Detects 14 wiring conditions

KEWCHECK 103DL

PRODUCT DATA SHEET

0345 646 1404                  kewtechcorp.com            sales@kewtechcorp.com

SPECIFICATIONS

    

 • For fast connection of 4 mm test lead leads

• Takes away the need to remove the socket 

from the wall

• Enables superior test results due to more 

secure connections

• Fits universal 4 mm connectors
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 • For fast connection of 4 mm test lead 

connectors

• 3 adaptors to suit BC, ES & GU10 �ttings

• Enables superior test results due to more 

secure connections

• Fits universal 4 mm connectors

LIGHTMATE BC, ES & GU10
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 • 3 x Test pins to allow for connection of a two 

pole tester to testing adaptors

• Universal 4 mm test lead connector

• Gives con�dence that connection to the circuit 

has been made
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SPECIFICATIONS

Standards
BS EN 61010-1  

CAT II 300 V

Connector 4 mm

SPECIFICATIONS

Standards
BS EN 61010-1  

CAT II 300 V

Connector 4 mm

Standards
BS EN 61010-1  

CAT II 300 V

Connector 4 mm


